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THE PLAN
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da gadamowmdes gegmaze
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naxazi unda wakiTxva unda moxdes, aqriteqturul,
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proeqti daproeqtebulia poloneTis sakanonmdeblo

sistemis moTxovnebis Sesabamisad da ar akmayofilebs
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normebis SesabamisobaSi mosayvanad damkveTma unda

gadaxedos dokumentacias.
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AutoCAD SHX Text
Concrete curb 15x30x100 cm 15x30x100sm 30 cm 30 cm 1:3 cement-sand bedding  1:3 cement-qviSis safuZveli                         3 cm 3 cm C12 / 15 cement concrete bench with backrest 15 cm 15 cm below, like the construction of an adjacent road C12 / 15 Taroiani betonis sawyrdeni 15sm-is qvemoT  betonis sawyrdeni 15sm-is qvemoT 

AutoCAD SHX Text
Concrete curb 15x22x100 cm 15x22x100sm 22 cm 22 cm 1:3 cement-sand bedding 1:3 cement-qviSis safuZveli    3 cm 3 cm C12 / 15 cement concrete bench with backrest 15 cm 15 cm below, like the construction of an adjacent road C12 / 15 Taroiani betonis sawyrdeni 15sm-is qvemoT  betonis sawyrdeni 15sm-is qvemoT 

AutoCAD SHX Text
Fertile soil sown                                10 cm  with a mixture of grasses Soil ground  - qviSa xreSovani grunti 0-120mm       cvalebadi sisqiT existing soil 
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CONSTRUCTION OF WALKWAY 
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CONSTRUCTION DETAIL OF FUSION ROAD RIM

AutoCAD SHX Text
Concrete rim 12x25x100 cm 12x25x100sm 25 cm 25 cm 1:3 cement-sand bedding 1:3 cement-qviSis safuZveli    3 cm 3 cm C12 / 15 cement concrete bench 15 cm 15 cm below, like the construction of an adjacent road C12 / 15 Taroiani betonis sawyrdeni 15sm-is qvemoT  betonis sawyrdeni 15sm-is qvemoT 
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BUS DEPOT PAVEMENT * CEMENT CONCRETE,CONSTRUCTION OF  CAR PARKING PAVEMENT

AutoCAD SHX Text
Road concrete B35 F200 W6  22 cm thick  22 cm thick  B35 F200 W6                                                       22sm sisqe The upper layer of the base construction - fractional gravel 0-40 mm,  30 cm thick  30 cm thick  The lower layer of the base construction - sand-gravel mixture 0-80 mm  30 cm thick  30 cm thick   - qviSa xreSovani grunti 0-120mm  existing soil 

AutoCAD SHX Text
Surface - concrete slab    8 cm    8 cm 1:3 cement-sand bedding    4 cm    4 cm 1:3 cement-qviSis safuZveli  The upper layer of the base construction - fractional gravel 0-40 mm,   20 cm  - qviSa xreSovani grunti 0-120mm  existing soil 

AutoCAD SHX Text
*	The road surface foundation and in general, the fill material The road surface foundation and in general, the fill material for the base must be founded on layer 1, a hard consistency brown clay (SGE1). 
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